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PAINT ZOOM

Thank you for purchasing the Paint Zoom spray gun. Please read the instructions for use and safety warnings carefully
before using Paint Zoom. Keep the manual for future reference.

SAFETY WARNINGS

Failure to comply with the following instructions can result in electric shock, fire and serious injury. Substances used
with this spray gun, such as paint and solvents, may contain hazardous, destructive, explosive and corrosive ingredients.

1. Work Area

- Keep your work area clean and orderly. Working in a cluttered and poorly lighted area can result in accidents.
- Never use Paint Zoom in areas with explosive or flammable liquids, gases or powder.

- Never spray in areas with sources of ignition such as an open flame, cigarette smoke, sparks, incandescent wires
and hot surfaces.

- To avoid the risk of explosion, make sure to spray in an area with enough natural or artificial ventilation.
- Cover all surfaces that you do not want to spray. Keep in mind that the wind can carry paint mist to a much larger
area and cause damage.

2. Electrical Safety

- Avoid contact with earthed surfaces such as pipes, heaters and refrigerators, as this can result in electric shock.
- Never modify the spray gun’s original plug. Never use plug adaptors with earth-protected devices. The original plug
reduces the risk of electric shock. Do not use the device when the switch is defective.

- Keep the device away from rain and humidity. Do not let water penetrate any electrical device, as this increases the
risk of electric shock.

- Use the cable only for its intended use. Keep the cable away from heat sources, oil, sharp edges and moving
components. Deteriorated and kinked cables increase the risk of electric shock.

- When spraying outdoors, only use extension cables suitable for outdoor use.

3. Human Safety

- Pay close attention to what you are doing and proceed carefully when using Paint Zoom. DO NOT use the device
when tired or under the influence of alcohol or drugs. A moment of distraction when using the device can result in
serious injury.

- Use a protective breathing mask when using the device. Paint mist and solvent vapour are harmful to your health.
- Keep children and other people away from the device when in use. You may lose control of the device when distracted
by other people.

- Avoid accidentally turning on the device. Make sure that the switch is in the OFF position before plugging the device
into the mains. Keeping your finger on the switch when moving the device or connecting the device to the mains with
the switch in the ON position can cause accidents.

- To maintain firm control of the device during unexpected circumstances, make sure you are in a stable position and
keep your balance at all times.

- Use protective clothing and safety goggles. To avoid the risk of injury, wear protective gear such as a paint mask,
gloves, non-slip shoes, helmet and earplugs. Keep yourself well covered when using Paint Zoom to keep from staining
your clothes, hair and skin.

- Do not use loose-fitting clothes or jewellery and keep your hair, clothes and gloves away from moving parts to prevent
them from getting caught in the device.

- Do not point the paint spray at people or animals.

- Paint Zoom should not be used by anyone, including children, with physical, sensory or mental disabilities, or by
people without adequate experience and knowledge, unless they are supervised by somebody responsible for their
safety or are given instructions on how to use the device. Children should not be allowed to play with the device.

4. Correct Use

- Only use materials recommended for spray guns.

- Spray guns should never be cleaned using flammable solvents with a flash point lower than 21°C.
- Spray guns should never be used to spray flammable substances.

- Never spray materials of unknown hazard potential.

- Spray bottles should not be used in industrial sites covered by regulations on explosion prevention.
- Be aware of the possible hazards of the material to be sprayed. Follow the instructions on the labels of the container
and the manufacturer’s instructions.

- Keep the device from sucking in solvent vapours. Do not point the spray at the device!

- Stop using the device if paint rises to the ventilation tube (Figure 9A-12). Disassemble and clean the ventilation tube,
valve (Figure 9A-13) and membrane (Figure 9A-13). Replace the membrane if necessary.
- Paint Zoom has a thermal fuse that turns off the device when it overheats. If the fuse blows, turn off the device, unplug
it from the mains and let it cool for at least 30 minutes. To remove the cause of overheating, check if the hose is kinked,
the air filter is dirty or the air-circulation vents are blocked.

5. Service

- Paint Zoom should only be repaired by qualified personnel using original parts.

- To avoid risks, if the power cable is damaged, have it replaced by the manufacturer’s Customer Service Department
or by a qualified technician.
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PARTS IN DETAIL

See Figure 1
Nozzle

Air Cap Ring
Gun Body
Trigger

Fluid Adjusting Screw
Air Tube

Valve Cap
Paint Container
Hose

10 | Carrying Belt
11 | On/Off Awitch
12| Plug

13 | Viscosity cup
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KINDS OF MATERIALS

Only use materials recommended for spray guns.

Preparing the coating material

You can use the spray gun to spray undiluted or slightly diluted paint, lacquer and varnish.

If the paint needs to be diluted, start by diluting it by 10%. Fill a container with one litre of the paint you wish to use.
Keep in mind that the viscosity measuring cup holds up to one decilitre. Cover the opening and fill the cup with the
required amount of thinner. Add the thinner to the paint and stir well. Measure the viscosity following the recommendations
given below. If the paint needs to be diluted further, dilute it by another 5% (half the measuring cup) and measure the
viscosiLy. (Iif the paint still has not reached the recommended viscosity, repeat the previous step until the correct viscosity
is reached.

This spray gun can be used with products with a viscosity index of 25 to 50 seconds. Submerge the viscosity measuring
cup in the material to fill it. Time how long it takes for all the material to flow out of the cup (Figure 2).

Use the following recommendations as a guide, but also consult the manufacturer’s instructions on the material you
wish to use to find out if the material needs to be diluted.

Recommendations:

Water-based paint and emulsions — 25-50 seconds

Enamel paint and water- and solvent-based coloured lacquer — 45-50 seconds

Varnish — use undiluted

Primers — 45-50 seconds

Wood coating, colouring agent, oil, disinfectants, phytosanitary products — use undiluted

Follow these instructions only if there are no specific instructions for the material you wish to use. If the material you
wish to use has its own instructions, follow them.

USING THE DEVICE
Before plugging the device into the mains, make sure that the voltage of the power outlet corresponds to the voltage
on the label with the technical characteristics of Paint Zoom.

- Attach the carrying strap.

- Unscrew the container from the spray gun.

- Align the suction tube (Figure 3). If the suction tube is positioned correctly, the contents of the container can be sprayed
with hardly any residue. When spraying horizontal surfaces, turn the suction tube forward (Figure 3A). When spraying
objects overhead, turn the suction tube backward (Figure 3B).

- Set the container on a sheet of paper and fill with the prepared coating material.

- Mount the flexible air hose. Insert the air hose into the connection of the main unit and the spray gun handle

(Figure 4).

- Place the spray gun in the gun holder on the main unit.

- Place the device on a clean, level surface to keep the gun from sucking in dust and dirt.

- Carry the device using the carrying strap.

- Point the spray gun at the surface to be sprayed.

- To determine the volume of material and the spray pattern, test the spray on a piece of cardboard or any surface
similar to the one you wish to spray.

- Press the ON/OFF to begin using Paint Zoom.

Spray Settings

There are three spray settings:

1. Vertical flat jet for horizontal surfaces (Figure 5A)

2. Horizontal flat jet for vertical surfaces (Figure 5B)

3. Circular jet for corners, edges and hard-to-reach areas (Figure 5C)

Adjusting the Spray Setting
With the union nut slightly unscrewed, turn the air cap to the desired spray setting and tighten the union nut (Figure
6). Never press the trigger of the spray gun when adjusting the air cap.

Adjusting the Amount of Material
To adjust the volume of material, turn the regulator on the trigger of the spray gun:
- for a lower amount, turn to the left







